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Slide 1 - SHA Field Guide 

 
Slide notes 

Now let’s take some time to discuss some key elements of the Erosion and Sediment Control process 
on a construction project. 
 

Notes 
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Slide 2 - 2011 MDE Specifications 

 

Slide notes 
All of the Erosion and Sediment control practices on S.H.A. construction projects are based on the M.D.E. Standards and specification for soil erosion and 
sediment control.  A prerequisite of taking this training is that you must already possess a Green Card Certification from M.D.E.  The most recent update to 
the regulations that govern E and S control practices in Maryland are outlined in the February 2012 release of the Maryland model erosion and sediment 
control ordinance. 

 

Notes 
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Slide 3 - 4.1 

 

Slide notes 
Section 4 point 1 of the 2012 Ordinance states that all construction projects that receive final plan approval after January 9, 2013 must be in compliance.  
This means those plans must be based upon the 2011 M.D.E Specifications.  Also note  that as of January 9, 2013 all sites, regardless of when plan 
approval occurred or when construction began must now adhere to the 3 and 7 day stabilization requirements.  

 

Notes 
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Slide 4 - General Notes 

 

Slide notes 
It is important to review the general notes of the plans in order to understand the requirements for the project. The general notes can give information 
related to necessary notifications, M.D.E. specifications, area of disturbance, and vegetation requirements. 

 

Notes 
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Slide 5 - Note 2 

 

Slide notes 
The general notes will designate what specification the erosion and sediment controls are to be constructed in accordance with.  Be sure to review your 
plans and utilize the correct specifications.  

 

Notes 
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Slide 6 - Note 11 

 

Slide notes 
The general notes will also designate the stabilization schedule for the project. As stated earlier, all projects are now required to follow the 3 to 7 day 
stabilization guidelines. Reviewing this note is important as some projects may have accelerated stabilization schedules that are more stringent than the 3 
to 7 requirement. 

 

Notes 
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Slide 7 - 308.01.02 

 

Slide notes 
With the introduction of the 2011 M.D.E. erosion and sediment control specifications S.H.A. has developed a corresponding field guide. As stated in the 
S.H.A. construction specifications when there is a difference between the S.H.A field guide and the M.D.E. specifications, the field guide governs. The 
reason for this is that S.H.A. standards and specs may sometime exceed those of M.D.E. 

 

Notes 
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Slide 8 - Field Guide 

 

Slide notes 
The S.H.A. field guide for erosion and sediment control details all of the standard E and S controls utilized on administration construction projects. The 
guide is formatted to give the control detail along with a representative picture. The control details include both construction and maintenance requirements 
for each control.  This training will not cover all of the control details as they were discussed in depth as part of the M.D.E. Green Card training you have 
already completed. This training will however review those details that differ from M.D.E. specifications, the differences are emphasized in the guide by 
placing the information in a red text as will be seen in the following slides. 

 

Notes 
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Slide 9 - TOC 

 

Slide notes 
The field guide is separated into sections based on the 2011 M.D.E. specifications. The Section letter and number will correspond to the same details that 
they relate to in the M.D.E. publication. 

Section A is a description of the Quality Assurance Program and associated rating system. 

Section B relates to grading and stabilization, and Section C relates to water conveyance devices. 

 

Notes 
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Slide 10 - TOC 

 

Slide notes 
Section D relates to Erosion control practices. 

Section E covers filtering practices. 

Section F details Dewatering methods, and Section G details sediment trapping methods. 

 

Notes 
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Slide 11 - TOC / Section A 

 

Slide notes 
Section H is reserved for miscellaneous practices. 

Appendix A is a list for the troubleshooting and maintenance of installed E and S controls, and Appendix B outlines materials and shows some materials 
examples. 

 

Notes 
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Slide 12 - Section A 

 

Slide notes 
Section A of the guide also includes the stream restriction periods and a quick drainage area reference. Care must be taking to avoid activity in a stream 
during a stream restriction period. Review your contract documents to know if a restriction applies to any of the waterways associated with your project. 

 

Notes 
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Slide 13 - Silt Fence 

 

Slide notes 
When placing Silt Fence on an S.H.A. project there are differences between the S.H.A. specification and the the M.D.E. Spec.  As stated earlier the field 
guide will highlight the differences in red text.  You can see on this page that the Silt fence on administration projects must be 22 inches high.  The post 
length and height also differs due to the fabric height requirement. 

 

Notes 
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Slide 14 - Super Silt Fence 

 

Slide notes 
Super Silt Fence Requires a 7 gauge top tension wire to be fastened to the fence. Without this tension wire the control is not installed correctly. Notice that 
not only is the detail highlighted in red but also the corresponding notes. 

 

Notes 
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Slide 15 - TGOS 

 

Slide notes 
A temporary gabion outlet structure is designed to handle a large drainage area and therefore  is specifically designed for each site or project. Always 
review the plan details to ensure the proper construction of this device.  Note that the fabric is to be placed along the front of the control at the elevation of 
the weir. 

 

Notes 
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Slide 16 - Catch Basin Insert 

 

Slide notes 
A catch basin insert is a control that is not in the M.D.E. specifications. This control is an alternative for use in high traffic situations, remember that approval 
must be given and documented as this would be a modification to the plans. 

 

Notes 
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Slide 17 - Concrete Washout 

 

Slide notes 
A concrete washout structure is required when concrete is delivered to a construction project and the equipment needs to be washed out. There are several 
methods for constructing this facility. Notice note 6, on administration projects the structure may also be constructed out of concrete jersey barrier so long 
as all of the other requirements can be met. 

 

Notes 
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Slide 18 - Materials 

 

Slide notes 
Appendix B shows the M.D.E. approved materials and a photo representation to help in identifying these fabrics when they are delivered to the site. As this 
is only a visual representation of these materials, proper S.H.A. material approval documentation must be supplied with these materials.  

 

Notes 
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Slide 19 - Materials 

 

Slide notes 
Appendix B also contains M.D.E. stone and compost material specifications. 

Keep in mind that this field guide was developed as a supplement to the 2011 M.D.E. specifications, for more information such as design criteria and 
calculations refer to the M.D.E. specs. If there are any questions in regards to E and S control installation and maintenance ask the project engineer to 
contact the regional environmental coordinator. 

 

Notes 
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Slide 20 - End 

 

Slide notes 
This concludes the Field Guide portion of the training.  Please select the next module to continue the training 

 

Notes 

 

 
 
 
 
 
 
 
 


